PRODUCT BULLETIN K~SPRAY

BULLETIN NO:  J-5503

DRYWALL ACCESSORY CEILING TEXTURE DATE: 11/24/75
PRODUCTS . \ ' (NON~ASBESTOS ) PAGE: 1of 2
APPROVALS: | % PRODUCING PLANT: CAMNCELS: J-5503
o i ;ﬁ’ ,/)  SEAMITIE DATE: 4-26-74
BULLETIN | " DESCRIPTION % POUNDS | GALLONS'
442 Tale 27.57 | ___550
165 Raw_Gypsum 35.08 700
446 | Titanium Pigment :2,51 50
056 B Wyogel Clay 2,51 50
20} ' Paper Dust 2,00 L0
187 Clay Hvdrite MP 15.03 300
£41 Clay Sno Cal 50 10.62 200
154 Bone Glue 0.50 10
084 Casein 1.00 20
102 Di_Ammonium Phosphate 0.20 ‘4
026 Ammonium Penta Borate 0.25 5
506 | zine oxide 0.05 1
: 216 Hydrated Lime - 0,05 1
s Cellosize QP-4400-H 0,50 10
074 Burnt Umber 0.01 2 ounces
453 ' Preservative Dow 75 0,20 4
324 Styrene Aegregate 2,21 50
282 QOdor Mask 0,01 2_nunces
TOTAL 160,00 1993, 24
iC_INSTR NS:
l. See Process Fulletin No: J=4.
2, Dry blend for a minimum of 20 minutes,
3., Package 32 lbs, minimum per bag.
QUATITY CONTROL: KG2000725

TM-1B  Viscosity, cc per 100 gm to give 5-53" dia, patty 185 to 210 ce

TM-3A  Bond
Thi~33  Density, 1lbs, per cu. [t,

Equal to Std.
20 maximam
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|| . PRODUCT SPECIFICATIONS:

Test Procedures as specified in Bulletin T-7,
- Test Method '

TM-1B Visc051ty (slump test; patty dlemeter . 7
. of 5-53%) . L. 185 to 210 ce

Come-2 pH (meter) - . 8.0-9.0
e s Bond o . .. Equal to Standard

TM-13 ‘Reflectance (%) . ' o . Equal to Standard .

™-20 Cracking_ " e o " No cracks or heavy
: S o ; checking

”.?' | TM-22 -  Size Gradustion (500- ce sample)

a, Retained on 16 mesh - . 250 to 350 ec’
b.  Passing . 16, retamed on 50 mesh - 100 to 200 cc

TM~33 ; twy Loose Density'(lbs._per eu, ft.) 20 maximum
-3, Hardness B o . Equal to Standard

'a‘f ' TM-36" White Line Test : ¥No disecloration between
[ . ' sealed & unsealed areas

 TM-37 Resistance to Souring h No odgr after 30 days
: a8 110 F

KG2000726




